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			Brand:			HK Instruments
		
	
			
					
			

				

				
				
			DPT-R8
		

				

				
				
			
	Multi-range and field adjustable, differential pressure transmitters (for air)

DPT-R8 series, the most technologically developed differential pressure transmitters for building automation to date, have been specifically designed for the HVAC/R industry. They measure static and differential pressure, and come with field selectable units, range and output, all in a single gadget.

 



		

				

				
				
							Read more
						

				

				
				
							Price:
						

				

				
				
			61.22 € – 117.08 € +VAT: 21%
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				Different Configurations	
							
Choose an option
DPT250-R8 (BASIC MODEL)
DPT250-R8-D
DPT250-R8-AZ
DPT250-R8-AZ-D
DPT250-R8-40C
DPT250-R8-D-40C
DPT250-R8-AZ-S
DPT250-R8-AZ-D-S
DPT2500-R8 (BASIC MODEL)
DPT2500-R8-D
DPT2500-R8-AZ
DPT2500-R8-AZ-D
DPT2500-R8-40C
DPT2500-R8-D-40C
DPT7000-R8 (BASIC MODEL)
DPT7000-R8-D
DPT7000-R8-AZ
DPT7000-R8-AZ-D
DPT7000-R8-40C
DPT7000-R8-D-40C
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		DPT-R8 quantity
	
	


	Add to cart

	
	
	
	


		

	
	


			
					
			
		

					

					


				

				

					

		

				
			
						
				
								AZ=autozero
	D= display
	R8= 8 measurement ranges
	S= span point calibration
	-40c = cold-resist model
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						Description					
				
	
					
						Additional information					
				
	
					
						Product Specification					
				
	
					
						Technical documents					
				
	
					
						Reviews (0)					
				


					
				
	Description


		
						
						
					
			
						
				
							DPT-R8
DPT-R8 series devices include:
	 8 field selectable measurement ranges, unidirectional or bi-directional, selectable via jumper.
	Multiple measurement units, field selectable via jumper, including: inWC, mmWC, Pa, mbar.
	 Proportional output options including: voltage (0–10 V / 2-10 V) and current (4–20 mA).

 
DPT-R8 series device options offer:
	 AZ (autozero) function for automatic zero-point calibration, eliminating the need for periodic manual autozeroing to ensure long term accuracy
	 Backlit display
	Field adjustable span point calibration (i.e. gain)

						

				

				
				
							Here you can find the table to customise your order :
						

				

				
				
																										

				

					

		

					

		
				

					

					
				
	Additional information


	Models	DPT250-R8, DPT2500-R8, DPT7000-R8


	Different Configurations	DPT250-R8 (BASIC MODEL), DPT250-R8-D, DPT250-R8-AZ, DPT250-R8-AZ-D, DPT250-R8-40C, DPT250-R8-D-40C, DPT250-R8-AZ-S, DPT250-R8-AZ-D-S, DPT2500-R8 (BASIC MODEL), DPT2500-R8-D, DPT2500-R8-AZ, DPT2500-R8-AZ-D, DPT2500-R8-40C, DPT2500-R8-D-40C, DPT7000-R8 (BASIC MODEL), DPT7000-R8-D, DPT7000-R8-AZ, DPT7000-R8-AZ-D, DPT7000-R8-40C, DPT7000-R8-D-40C




			

					
				

	Accuracy (from applied pressure):
(models 250 and 2500)	Pressure < 125 Pa = 1 % + ±2 Pa
Pressure > 125 Pa = 1 % + ±1 Pa
	Accuracy (from applied pressure):
(model 7000)	Pressure< 125 Pa = 1.5 % + ±2 Pa
Pressure > 125 Pa = 1.5 % + ±1 Pa
	Zero point calibration:	automatic with autozero element (-AZ) or by pushbutton
	Measuring units:	Pa, kPa, mbar, inchWC, mmWC, psi
	Measuring element:	MEMS, no flow-through
	Supply voltage:	24 VDC ±10 % / 24 VAC ±10 %
	Power consumption:	< 1.0 W (< 1.2 W with output current 20 mA)
	Output signals (3-wire):	0/2…10 VDC
4…20 mA
	Operating temperature:	-20…50 °C (with autozero calibration -5...50 °C)
-40…50 °C (-40C model)
	Response time:	0.8 / 8 s
	Protection standard:	IP54

			

					
				INSTALLATION_DPT-R8

PRODUCT DATASHEET			

					
				
	
		
			Reviews		


					There are no reviews yet.

			


			
			
					
		Be the first to review “DPT-R8” Cancel replyYour email address will not be published. Required fields are marked *
Your rating *Rate…
Perfect
Good
Average
Not that bad
Very poor


Your review *
Name *

Email *

 Save my name, email, and website in this browser for the next time I comment.

 



	

				

		

	
	



			

		
			


		

				

					

		

					

		
				
						
					
			
						
				
			
	

					Related products

				
			
	MMU

	14.27 € +VAT: 21%
Select optionsCompare
	
	CMT

	196.52 € +VAT: 21%
Select optionsCompare
	
	DPT-FLOW-BATT

	85.16 € +VAT: 21%
Select optionsCompare
	
	DPT-2W

	75.50 € – 90.62 € +VAT: 21%
Select optionsCompare



	
			

				

					

		

					

		
							

				

		
		
						
						
					
			
						
				
					
						
				
								
			

						
				
					
						Contact Us					
				

									
						Do you have questions or suggestions?

Feel free to drop an email to us	

info@sopatro.com	
					

							

		

				

				

					

		

				
			
						
				
					
						
				
								
			

						
				
					
						Callback Service					
				

									
						We are happy to call you back 

Just feel the form	
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+39 3336250545	
 

Mon-Fri  08:00 – 18:00 CET	
	
					

							

		

				

				

					

		

				
			
						
				
					
						
				
								
			

						
				
					
						Address					
				

									
						Via Tullio Martello, 12, 00191, Rome

Verkių g. 20-30, 08219, Vilnius	
	

	

					

							

		

				

				

					

		

					

		
				
						
					
			
						
				
							Registration for newsletter
Would you like to stay up to date and inform yourself about products, services and offers?
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